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TECHNICAL SPECIFICATIONS 

Built 
Chengxi Shipyard Co. Ltd.        
Keel Laid: December 10, 2013 
Delivered May 23, 2014 

Classification Lloyds Register R 100 A1 Bulk Carrier, 
ESP, L1, LMC, UMS 

IMO Number 9681871 

Call Sign C6FQ2 

Flag Bahamas 

Length overall (m) 179.99 

Breadth moulded (m) 30 

Depth moulded (m) 15 

Total Hold Capacity (m3) Grain 48,908.1 | Bale 47,180.9 

Deadweight (t) 39,855 

Summer Draft (m) 10.70 

International Gross Tonnage 24,785 

International Net Tonnage 13,019 

MV Tawaki is a Handymax Logs and Grab Fitted 
Bulk Carrier strengthened for the carriage of heavy 
cargoes, trading on the Australian coast. The 
vessel’s principal cargoes carried around the 
Australian coast are, gypsum, mineral sands, 
dolomite, sugar, salt, and coal. 
 
The vessel is fitted with 4 x 36 mt Macgregor 
Electrohydraulic cranes with a 26-meter outreach, 11 
meters beyond ship’s rail with maximum cargo lift on 
hook. 
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HATCH AND HOLD SPECIFICATIONS 

HOLD VOLUMES (CUBIC METRES) 

HOLD NUMBER 1 2 3 4 5 TOTAL 

Cubic (Grain) 7,922 10,752 10,103 10,757 9,371 48,908 

Cubic (Bale) 7,670 10,384 9,735 10,389 9,002 47,180 

HOLD OPENINGS IN METRES 

NUMBER OF OPENINGS 1 1 1 1 1  

Opening Length 16.788 19.188 19.107 19.188 19.188 

Opening Width 15.974 20.774 20.694 20.694 20.694 

Coaming Height Above Keel 16.80 16.80 16.80 16.80 16.80 

Tank Top Strength (mt/sqm) 20 15 20 15 20 

HATCH INFORMATION (METRES) 

DESCRIPTION TTS, Folding Type 

Operation Hydraulic 

Hatch Length 16.80 19.20 19.20 19.20 19.20 

Hatch Width 16.00 20.80 20.80 20.80 20.80 

Hatch Top Height Above Keel 17.75 17.75 17.75 17.75 17.75 
 
 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
All specifications given in good faith but without guarantee. 

 

CARGO HANDLING EQUIPMENT 

4 x 36 mt Macgregor Electrohydraulic Cranes 

2 x 12 m3 Grabs and 1 x 16 m3 Grabs 

Crane Jib Outreach 26 m With Maximum Cargo on Hook 

Gear Combinable for Heavy Lift 

CONSUMPTION (TONNES PER DAY) 
 SPEED MAIN ENGINE HFO A/E 

Laden Ballast Laden Ballast HFO 

Sea 12 kts 13 kts 20 t 18 t 1.7 t 

Port/ 
Anchorage 

   
N/A 

 
N/A 

 
1.5 t 

Loading/ 
Discharge 

   
N/A 

 
N/A 

 
2.0 t / 
2.5 t 


